
 

 
 

 

This is to attest that 
 

PROVA INSPECTION & TESTING COMPANY (HONG KONG) LIMITED 
FLAT S, 19/F., PHASE 2 GOLDFIELD INDUSTRIAL BUILDING 

HONG KONG, GUA, PEOPLE’S REPUBLIC OF CHINA 
 

Inspection Agency AA-757 (Type A) 
 

has met the requirements of AC98, IAS Accreditation Criteria for Inspection Agencies, and has demonstrated compliance 
with ISO/IEC Standard 17020:2012, Conformity assessment - Requirements for the operation of various types of bodies 

performing inspection. This organization is accredited to provide the services specified in the scope of accreditation. 

Effective Date March 27, 2024 

 

 

President 
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PROVA INSPECTION & TESTING COMPANY (HONG 
KONG) LIMITED 

 
 
 
Contact Name Mr. Leung Hon Chuen Contact Phone +852 2420 2336 
Accredited to ISO/IEC 17020:2012 Effective Date March 27, 2024 

 

 
Field and Range of Inspection Regulations, Inspection Methods, Standards 

and/or Specifications 
Pipes and Valves North American Standards: 

ASME B31.3, ASME B31.4, EJMA Standard 

British Standards: 
BS 534, BS 1387, BS 1726-1, BS 4772, BS 5146-2, 
BS 5150, BS 5153, BS 5154, BS 5155, BS 5156, BS 
5163, BS 5163-1, BS 5163-2, BS 6755-1 

European Standards: 
EN 545, EN 593, EN598, EN 969, EN1074-1, 
EN1074-2, EN1074-3, EN 1171, EN 10224, EN 
10241, EN 10255, EN 10311, EN 12201-2, EN 
12201-3, EN 12201-5, EN 12266-1, EN 12266-2, EN 
12334, EN 13244-2, EN 13244-3, EN 13244-4, EN 
13244-5, EN 13397, EN 15800, EN 16767 

China GB standards: 
GB/T 12777, GB/T 14525, HG/T 2289 

ISO Standards: 
ISO 4427-2, ISO 4427-3, ISO 10380, ISO 10497, 
ISO 14236 

Hong Kong Specification: 
WSD App.22.02, WSD App.22.03, WSD App.22.04, 
WSD App.22.08, WSD App.22.09, WSD App.22.11, 
WSD App.22.12, WSD App.22.23 

Welding North American Standards: 
AWS D1.1, AWS D1.2, ASME Section V, ASME 
Section VIII, ASME Section IX, API 650, API 653, 
API 1104 

ISO Standards 
ISO 9606-1, ISO 9606-4, ISO 14555, ISO 14732, 
ISO 15613, ISO 15614-1, ISO 15614-8, ISO 17660-
1, ISO 17660-2 

Flame Cutting British Standards: 
BS 5400-6 Cl. 5.4.3 
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Field and Range of Inspection Regulations, Inspection Methods, Standards 
and/or Specifications 

European Standards: 
EN 1090-2 Cl. 6.4 

Painting and Coating North American Standards: 
ASTM D2240, ASTM D3359, ASTM D4541, ASTM 
G14 

ISO Standards: 
ISO 8501-1, ISO 8502-3, ISO 8502-6, ISO 8503, ISO 
21809-2 

The Society for Protective Coatings standards: 
Painting Application Standard No.2 

Tile European Standards: 
EN1348, EN 12004-2 

In-house Method: 
TM-017, TM-018 

Glass European Standards: 
EN14179-1 

 


